Installation & Care for Wooden Kiwi Productions’ Marley Floor
Preparing your floor surface…

Proper preparation of your floor surface (that Marley will cover) is essential to the long-term health of our Dance Floor as well as
the dancers personal comfort and safety. All screw heads, nails, and other hard edged protrusions should be removed or covered prior to the installation of your Rosco Dance floor. These materials can damage your floor beyond repair and cause injury
to dancers. Fill cracks in the sub floor with appropriate filler or tape if needed.

Cutting the floor to fit the space…

In a word, DON’T. If the floor is cut, you will be charged full replacement price for the rolls that are cut. Try to order pieces to fit
your space or stage as closely as possible. If needed, you can overlap two rolls, especially if they are upstage or out of the way.
If you have a special size that needs to be covered, please contact us IN ADVANCE and we will attempt to find a solution (we
frequently have odd sized off-cuts or scraps that we can provide at a much lower cost than cutting and replacing a full roll).

Taping the floor…

Unroll all the rolls of floor in place, allow the floor to lie flat as long as possible so that any creases or wrinkles will settle out prior
to taping the floor. You should position the first piece of floor, tape one end of the floor, then stretch the floor lengthwise and
tape the opposite end. Generally it is best to start at the downstage or most visible edge, so that you have the cleanest and
straightest edge there. Position the second piece of floor, leaving an 1/8”(3mm) gap to allow for expansion and contraction, and
tape one end, stretch and tape the opposite end. Run your vinyl or cloth floor tape along the length of the seam, covering the
gap and attaching to both pieces of floor. Repeat this process for all pieces of floor. You can then run an additional piece along
the edges to provide a more finished appearance.

To tape the floor for longer installations, you may want to tape each roll to the floor as well as to the adjoining piece. To do this,
tape one end, stretch and tape the opposite end of your first piece of Marley. Then tape both the lengthwise seams of the piece.
Repeat with the next piece of Marley, so that one side is taped to the taped Marley and the other side is taped to the floor. Continue with all the remaining pieces of floor. When you are finished taping the floor, it should be cleaned before use.
For spike tape, colored cloth or gaffers tape is recommended. Transparent (Scotch) tape and masking tape are extremely difficult to remove. Duct tape in particular will leave a lot of adhesive and makes strike and clean up difficult.

Rolling and Return of the floor…

Prior to removal and returning, sweep the floor to remove any dirt or materials that might damage the floor when rolled. Rolling
the floor with screws, pins, beads or other costume or hardware pieces in it may damage the floor. If the floor is particularly dirty
or has had liquids spilled on it, you may want to damp mop, however make sure that the floor is COMPLETELY DRY before removing tape and rolling up. Trying to remove wet tape will cause the adhesive to come off the tape and stick to the floor, making
the clean up process much harder.
Remove all tape by pulling up working parallel to the floor so as to minimize movement of
the floor before you roll it. Roll the floor on the PVC tubes provided, keeping the edges as straight as possible to avoid a “coning” effect. Do NOT tape the floor to the PVC tubes. Keep the floor rolled as tightly as possible as this will eliminate creases
and wrinkles. Tape the floor tightly to keep the floor from unrolling. Longer Rolls (40’+) are rolled individually. Shorter rolls (17’
– 20’) are usually rolled with two or three pieces per roll. Try not to stack the floor more than 2 rolls high, the weight of the
material may collapse the core and flatten the floor out.

Protecting the Floor…

Minimize the amount of “street” dirt that is brought onto your floor. Do not drink, eat or smoke while on the floor. Avoid placing any sharp edged item, scenery, chairs, tables or other equipment onto the floor as these items may gouge, rip or damage the
floor. Do NOT paint, glue or decorate items on top of the floor. Do NOT burn candles or drip wax on the floor. These materials
can damage your floor beyond repair and cause injury to dancers. Any substance spilled or drop on the floor should be removed
immediately. Do not remove any spills or stains with scouring powders or pads as they will remove the finish and permanently
damage the floor.

Maintaining your Floor…

Keep the floor clear of dirt and liquids. We recommend using just warm (or hot) water to damp mop the floor. If needed Bon Ami
or other non-abrasive cleaners may be used to remove streaks or marks caused by shoes. Do not use any Ammonia based
cleansers under any circumstances.

Floors shipped as freight…

Marley shipped out of state will generally be sent as freight. It will be on rolls and in a wooden crate. Please save the crate and
hardware for returning the floor. A packing list and return label will be inside the crate. After rolling up the floor, replace rolls in
crate, screw top on and attach address label and follow shipping instructions. Marley sent as freight will be delivered to a loading
dock or outside location and you will be responsible for transporting the floor inside and having the floor ready for return shipment, as well as meeting the freight company during a 4 to 6 hour time slot.

Wooden Kiwi Productions, LLC • (617) 625-9663 • 343 Medord St., Somerville, MA, 02145 • info@woodenkiwi.com

